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Accuracy
Reliability
Customer service

Type of GPS receiver 7300VBS 5120VBS 8305HP 5220HP 9200G2

Single frequency    – 
Dual frequency – –   
Glonass capable – – Optional – Optional

Antenna connector – TNC Female TNC Female TNC Female TNC Female
      

Form factor

Smart antenna  – – – –
Receiver and antenna    
Antenna type – A20 702L / 702GGL Ant-Aero-06 GA510 / Z+
      

Service capability

OmniSTAR service VBS / IP1 VBS VBS / HP / XP / G2 / IP1 HP / XP VBS / HP / XP / G2 / IP
      

Display

LCD –  –  
      

Dynamics

Velocity accuracy 3 cm/s RMS 3 cm/s RMS 3 cm/s RMS 3 cm/s RMS 3 cm/s RMS
      

Velocity

Standard license 180 km/h max 180 km/h max 180 km/h max 180 km/h max 180 km/h max

AirSTAR license 1800 km/h max 1800 km/h max 1800 km/h max 1800 km/h max 1800 km/h max

Notes
1) Optional, needs external IP modem
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Outputs 7300VBS 5120VBS 8305HP 5220HP 9200G2

RS232 2 2 3 2 2 / 31

USB 1 (USB 1.1) 1 (USB 1.1) 1 (USB 1.1) 1 (USB 1.1) 1 (USB 2.0)2

Bluetooth – – – – 
Ethernet – – – – 
Memory stick – – –  (USB 1.1) –
Output rate (optional) 5HZ (20Hz)3 10HZ (20Hz)3 5HZ (20Hz)3 10HZ (20Hz)3 10HZ (20Hz)3

Pulse per second 2 2 2 2 2

Output messages NMEA 3.01
RTCM SC-104 V3

NMEA 3.01
RTCM SC-104 V3

NMEA 3.01
RTCM SC-104 V3

NMEA 3.01
RTCM SC-104 V3

NMEA 3.01
RTCM SC-104 V3

      

Power supply

Supply voltage 9 to 28 VDC 8 to 36 VDC 6 to 18 VDC 8 to 36 VDC 9.5 to 28 VDC
Power consumption 2.5W typical 2.5W typical 2.8W typical 5.8W typical 4.5W typical
Internal battery – – – – 
Battery operation time – – – – 13 hours
      

Physical

Weight (unit only) 0.53 kg 0.54 kg 1.0 kg 0.54 kg 1.55 kg
Diameter 114.3 mm – – – –
Height 95.6 mm 45 mm 71 mm 45 mm 50 mm
Width – 114 mm 154 mm 114 mm 120 mm

Length – 160 mm 180 mm 160 mm 240 mm
      

Accessories

Cables Power cable
RS232 cable, USB cable

Power cable
RS232 cable, USB cable

Power cable
RS232 cable, USB cable

Power cable
RS232 cable, USB cable

Combined Power /
RS232 / Ethernet cable

Adapter 1” to 5/8” adapter – – – –

Mount Magnetic mount Bracket Bracket Bracket Bracket

Notes
1) Third RS232 port available through a special cable (not included)
2) Requires special cable (not included)
3) Optional, needs receiver upgrade code (not included)


